
Piattaforma aErEa a BraCCio artiCoLato

A46JE 
A46JRT 

■ 2 o 4 ruote motrici

■ Comandi proporzionali 
   multifunzione

■ Pneumatici antitraccia 
   (A 46 JE)

■ Pneumatici artigliati 
   antiforatura (A 46 JRT)

■ Asse frontale oscillante 
  (A 46 JRT)

■ Traslazione alla massima   
   altezza di lavoro
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Specifications subject to change without notice. Photos and diagrams in this brochure are for promotional purposes only. Refer to appropriate Snorkel operators manual for detailed instructions on the proper use and maintenance.

STANDARD FEATURES

• Multi-function, variable speed platform controls

• Oscillating front axle (A46JRT)

• Proportional controls

• Power line to platform (no sockets)

• Amber beacon

• Zero tailswing

• Hour meter

• Battery charge indicator (A46JE)

• Wide rough terrain tyres, foam-filled (A46JRT)

• Drive motion alarm

• CE approved

OPTIONS

• Special paint colours

• AC generator 110/200w (A46JRT)

• Airline to platform (A46JRT)

• Cold weather package (A46JRT)

• Light package (A46JRT)

• Additional battery box assembly (A46JE)

• Extreme environment package (A46JRT)

WORKING ENVELOPE

A46JE/A46JRT
DIMENSIONS A46JE A46JRT

Max. working height 16.1m 16.3m

Max. platform height 14.1m 14.3m

Max. working outreach 7.4m 7.4m

Platform size 1.0 x 1.85m 1.0 x 1.85m

Overall width (A) 1.7m 2.1m

Overall length (B) 5.6m 5.6m

Stowed height (C) 2.0m 2.1m

Ground clearance 152mm 330mm

PERFORMANCE

Platform capacity (SWL) 227kg 227kg

Max. drive height 14.1m 14.3m

Max. drive speed (stowed) 5.1km/h 7.2km/h

Max. drive speed (elevated) 1.3km/h 1.2km/h

Jib length 1.5m 1.5m

Jib arc 140º 140º

Platform rotation 160º 160º

Turret rotation 360º non-continuous 360º non-continuous

Raise/lower time 101/108 seconds 120/112 seconds

Gradeability 30% 45%

Inside turning radius 0.60m 0.80m

Outside turning radius 3.0m 3.1m

Tyres Non-marking High grip
IN240/55D 355/55D625NHS 17.5

Controls proportional proportional

Drive system 2 wheel drive 4 wheel drive

POWER

Power source 8 x 6V 360Ah batteries Kubota V1505T Diesel

WEIGHT

Gross weight 6,486kg 6,622kg

53 421 8 9765 34 2 189 7 6 0
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Specifications subject to change without notice. Photos and diagrams in this brochure are for promotional purposes only. Refer to appropriate Snorkel operators manual for detailed instructions on the proper use and maintenance.
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ARTICULATED BOOM LIFTS

Vigo Centre, Birtley Road, 

Washington, Tyne & Wear, 

NE38 9DA, U.K. 

t: +44 (0) 845 1550 057  

e: sales@snorkellifts.com

■ Comandi proporzionali

■ Comandi multi-funzione con velocità variabile

■ Assale oscillante (A46JRT)

■ Lampeggiante

■ Conta ore

■ Indicatore di carica batterie (A46JE)

■ Carica batterie automatico

■ Avvisatore acustico di movimenti

■ Presa elettrica in piattaforma

■ Pneumatici artigliati fuoristrada riempiti (A46JRT)

■ Marchio CE

■ Colore a richiesta

■ Generatore di corrente 110/200W (A46JRT)

■ Presa aria in piattaforma (A46JRT)

■ Pacchetto luci (A46JRT)

Caratteristiche tecniche riportate in questa scheda sono soggette a cambiamenti senza preavviso.
Le fotografie e i diagrammi sono solo utilizzati a fini dimostrativi.

PESO

ALIMENTAZIONE

PRESTAZIONI

DIMENSIONI A46JE

A46JE

A46JE

A46JE

A46JRT

A46JRT

A46JRT

A46JRT

DOTAZIONI STANDARD

OPTIONAL

PIATTAfORMA AEREA A BRACCIO ARTICOLATO A46JE  A46JRT 

Altezza di lavoro  16.1m  16.3m

Altezza piano di calpestio 14.0m  14.3m

Sbraccio massimo  7.4m  7.4m

Dimensioni piattaforma  1.0x1.85m  1.0x1.85m

Larghezza (A)  1.7m  2.1m

Lunghezza (B) 5.6m  5.6m

Altezza (C)  2.0m  2.1m 

Distanza da terra  152mm  330mm 

Portata piattaforma  227kg  227kg 

Velocità massima del vento 12.5m/s  12.5m/s

Velocità di traslazione  5.1km/h  7.2km/h

Velocità di traslazione (in quota)  1.3km/h   1.2km/h 

Lunghezza jib  1.5m  1.5m 

Angolo di lavoro jib  140°  140°

Rotazione torretta (non continua)  360°  360° 

Rotazione piattaforma  160°  160° 

Tempo di salita / discesa  101/108sec.  120/112sec.

Pendenza massima superabile 30%  45% 

Raggio di sterzata interno  0.6m  0.8m

Raggio di sterzata esterno  3.0m  3.1m

Pneumatici  IN240/55D (antitraccia)  355/55D 625 nhs

Comandi proporzionali  proporzionali 

Trazione 2 ruote motrici 4 ruote motrici

Alimentazione   8x6Vx360 ah   Kubota V1505T

Peso totale  6.486kg  6.622kg 

Concessionario esclusivo


